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High Power LED Series 

 

LH508A+ 
 
 
 
 

 
High efficacy and lumen makes 
 
the LH508A+ suitable for Streetlight and High-bay applications 
 
 

Features & Benefits
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1. Characteristics 
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Item Symbol Rating Unit Condition 

≤

Item Unit Rank Min. Typ. Max. 
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CRI (Ra) 
Min. 

Nominal 
CCT (K) 

Flux 
Rank 

Flux @ TJ = 25 C (lm) 

Min. Typ. Max. 

℃

Sorting @ 640mA (lm) Input Current 

Flux Rank Flux Range1) Sub Bin @60mA @100mA @160mA @200mA @220mA 
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2. Product Code Information 

Digit PKG Information Code Specification 
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CRI (Ra) 
Min. 

Nominal 
CCT (K) 

Product Code 

VF 
Rank 

(TJ=25℃) 

Chrom. 
Rank 

 ( bins ) 

(TJ=25℃) 

Flux Flux Range 
(Φv, lm) 

(TJ=25℃) 
Rank Bins 
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Nominal CCT 
(K) 

CRI (Ra) 
Min. 

Product Code Voltage Rank Voltage Bin 
Voltage Range 

(V) 
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CRI CCT Rank CIE x CIE y Φ a b 
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3. Typical Characteristic Graphs 
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4. Outline Drawing & Dimension 

 

 

 

 ±
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5. Reliability Test Items & Conditions 

 

 

Test Item Test Condition 
Test 

Hour / 
Cycle 

↔

↔

㏁

㏀

㎊

㏁

㎊

Item Symbol 
Test Condition 

(Ts = 25 C) 

Limit 

Min Max 

Φ
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6. Soldering Conditions 
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7. Tape & Reel 

Anode mark 



15 



16 

D1Q562 

 

 SPHWH1L5N603XEQ5A1  D1Q562 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 
 G8AZC4001 / I001 / xxxx pcs 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 

 

D1Q562 

 

 SPHWH1L5N603XEQ5A1  D1Q562 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 
 G8AZC4001 / I001 / xxxx pcs 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 

 
 

8.  Label Structure 

ⓐⓑ

ⓒⓓ

ⓔⓕ
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⑤

⑥
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ⓐⓑⓒ 

 

 

ⓐⓑⓒⓓⓔⓕ 
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9. Packing Structure 

D1Q562 

 

 SPHWH1L5N603XEQ5A1  D1Q562 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 
 G8AZC4001 / I001 / xxxx pcs 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 

 
 

D1Q562 

 

 SPHWH1L5N603XEQ5A1  D1Q562 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 
 G8AZC4001 / I001 / xxxx pcs 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 

 
 

Contains up to 2 bags 

Reel 

Humidity indicator 

Desiccant 

Inner box 

Aluminum Vinyl Packing Bag 

D1Q562 

 

 SPHWH1L5N603XEQ5A1  D1Q562 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 
 G8AZC4001 / I001 / xxxx pcs 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 

 
 

Paper(SW3B(B)) 

225±5mm 

240±5mm 

65±5mm 
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D1Q562 

 

 SPHWH1L5N603XEQ5A1  D1Q562 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 
 G8AZC4001 / I001 / xxxx pcs 

 IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 
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10. Precautions in Handling & Use



 

 

Legal and additional information. 


